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URUN TEKNIK BiLGi FORMU

Motor

Komatsu WA380-6 Lastik Tekerlekli Yikleyici

Kabin Tek kisilik

Balistik Koruma TS EN 1522 standardi seviye FB7

Sanziman

Tork Konvertori Tip

Model Komatsu SAA6d107E-1

Tip Su sogutmali, 4 zamanlh
Havalandirma Turbosarjli, aftercooler sistemli
Silindir Sayisi 6

Beygir Glicu ISO 9249 / SAE J)3149

Net:191 HP 143KW

3 Elemanli, tek asamall, tek fazl

Govde - Ozel Bslimler Koruma Yakit deposu, akiimulatérlerin alt ve yan yiizeyleri, motor
bolmesi, radyator, otomatik sanziman, yag sogutucu
haznesi alt ve yan ylzeyleri, TS EN 1522 standardi seviye

BR7 koruma 6zelligi

Camlar TS EN 1063 standardi seviye BR7

Cok Namlulu Gaz Atis Sistemi Kabin tzerinde asag - yukari,
saga - sola hareket edebilen bir seferde en az 4 adet gaz
fisegi atabilme kapasitesine sahip ¢ok namlulu gaz atis

sistemi

Pozitif Basing Sistemi Kabin ici pozitif basing sistemi

Kabin 6n cam sag alt bélimunde

Akslar

Tahrik Sistemi

Sanziman Tipi Otomatik tam hidrolik gegisli, On Atig Mazgali peamy
ara mil tipi 1 adet stirglilu atis mazgali (13 x 6,5 cm ebatlarinda)

Yrtyts Hizi Km/s Yan Atis Mazgall Kabin sag - sol ve arka tarafinda camlarin alt kisminda 1'er
adet slrglld atis mazgali (18 x 13 cm ebatlarinda)

ileri 6,0 1.10,6 / 2.18,6 / 3. 31,1 — - -

i Kilitleme Sistemi Arag kapi / kapilarinda yasam alani icerisinden

Geri 6,5 1.11,3 / 2.19,9 / 3.33,0 kilitlenebilen mayin kilidi
Kapi kilitlerinin bulundugu bélge kapr ile ayni koruma

ileri 6,6 1.11,5 /7 2.20,2 /3. 34,0 seviyesinde zirh

Geri 7,1 1,928 7 2, 21,508,855 Havalandirma Kabin sag ve sol tarafinda operatér tarafindan manuel

Dort teker

On

Sabit, yari ylzer

Arka

Fren Sistemi

Merkez pim destekli, yari ylizer 26° toplam
salinim

Dénus Sistemi

Servis Freni Hidrolik tahrikli, dort teker Gzerinde aktif
hale gelen islak tipte diskli frenler
Park Freni Islak tip disk fren

Hidrolik Sistem
Hidrolik Silindirler

Tip Mafsalli tip, tam hidrolik glicld doénus
Dénls Agisi Her iki yone 35° (40° stop )

Dénme Yaricapi 6320 mm

Dingil Mesafesi 3300 mm

Yikleyici Kumandasi

Tip ‘ Cift hareketli, piston tipi Hidrolik Piston pompasi
o Pompa
Silindir Sayisi - Cap X Strok
Kapasite 205,5 Lt. / Dak.
Bom Silindiri | 2-130 mm x 713 mm
Kova Silindiri | 1-150 mm x 535 mm S SEYED- Qi stiratx
. Bom Silindiri | 2-130 mm x 713 mm
Kontrol Pozisyonlari
Borm Kaldirma, tutma, Kova Silindiri | 1-150 mm x 535 mm
BN, SaEast Kontrol Pozisyonlari
Kova Geri egme, tutma ve - Kaldirma, tutma,
bosaltma SO
indirme, serbest
Hidrolik Silindirler Kova T
Tip ‘ Gift hareketli, piston tipi bosaltma

Lcd: 21" dokunmatik panel
10 Saat kesintisiz calisma
Oransal joystick kumanda,

kumanda ile kullanilabilmektedir.

Sertifika:
IP67 - MIL-STD-810G

Uzaktan Kumanda Kiti

-25 & +50 °c sicaklik araliginda calisabilirlik
Aracin tim fonksiyonlari insansiz olarak uzaktan

olarak kontrol edilebilir havalandirma menfezleri

Arag Disi Yangin Sondirme Sistemi | 30 sn'de midahale, 90 sn'de aracin tiim ylzeyine yayilma,

doluma ihtiyag duymadan 2 defa séndiirme islemiuygulama

Motor B6lmesi Yangin Sondirme
Sistemi

1,3 It. Tup kapasitesi

Tekerlek Yangini Séndirme Sistemi | Aracin her tekerlegine 1 adet pliskirtme ucu, 8 It. Tank

kapasitesi

Hidrolik Hortum Koruma Hidrolik sistem sabit borulari, orta gébek hidrolik hortumlari

kabin koruma seviyesinde BR7 koruma &zelligi

Silecek On ve arka camda
Yan Ayna Koruma kafesi icinde
Klima Isitma - sogutma

Run-Flat Sistemi

Aracin tim lastiklerinde, lastik patladiginda diz asfalt yolda tam yUkli iken en az 15 km mesafeyi
20 km/h hizda gidebilecek 6zellikte patlak gider (Run-Flat) 6zelligi

Boya

Yangin geciktirici alev yaymayan
(Anti-Flame) ozellikli

4 adet kabin Ust caprazlarda gundiiz / gece gorls kamerasi - 2 adet gundiz/ gece gorus kamerasi
(1 adet kabin Ust 6n - 1 adet gévde arka)
Sertifika: Ex d IICT6 Gb IP67 - CE - EMC / Sony / 976 x 582 / 700TVL

2 adet termal kamera: 8 - 12um / Uncooled Microbolometer Focal Plane Array Detector
Sertifika: Ex d IIC T6 Gb IP67 - CE - EMC

640 x 512 pixel / 4°X3.2° - 12°X8° Continuous Zoom lens

(1 adet kabin Ust 6n - 1 adet gévde arka)

Kamera Koruma Arag Uzerinde bulunan kamera sistemi ve IR projektorler TS

EN 1522 seviye BR6 koruma ozelligi

Mobil DVR Kayit Cihazi
Video Input: 12 Channels (720P - 360fps) - Sertifika: CE, MIL-STD-810G 514.7 Vibration

10" Ekran 3 Adet kabin ici monitér: 10" Ole Full HD panel ve Touch screen All-In-One PC
Input Analog RGB/CVBS NTSC/PAL (AUTO), BNC - Sertifika: IP66 - CE - EMC

Aydinlatma Projektorleri

Kabin 6n st tarafinda 6 adet 2000 limen ledli projektér
Kabin arka Ust tarafinda 4 adet 2000 Iimen ledli projektor

Ir Projektor:

Kabin 6n Ust tarafinda 1 adet uzun menzilli infrared projektor

Arag gévde arka Ust tarafinda 1 adet uzun menzilli infrared projektér
Sertifika: Ex d IIC T6 Gb IP67 - CE - EMC

25°-300m /90° - 70m / 850 - 940nm

I Katmerciler, 6nceden belirtmeden model, teknik 6zellikler, donanim ve aksesuar degisikligi yapma hakkini sakli

tutar.



REMOTE CONTROLLED ARMOURED ARTICULATED WHEEL LOADER
TECHNICAL DATASHEET

Engine

Komatsu WA380-6 Rubber Wheel Articulated Loader

Cabin Single

Ballistic Protection TS EN 1522 Standard Level FB7

Model Komatsu SAA6D107E-1
Type Water - cooled, 4 cycle
Cooling Turbo charged after cooler system

Cylinder Number

6

Engine Power

Transmission

Torque Converter Type

I1SO 9249 / SAE 3149
Net:191 HP 143KW

Single stage, single phase converter with
3 elements

Transmission Type

Countershaft type, automatic hydraulic
transfer

Body Structure- Protection Level Fuel tank, lateral and subsurfaces of battery, engine
compartment, radiator, automatic transmission, lateral and

subsurfaces of heat exchanger body

TS EN 1522 Standard BR7 Level Protected.

Glass TS EN 1063 Standard BR7 Level

Multi-Barrel Gas Shotgun On the top of cabin, down- up, right- left moving
Multi-barrel gas shotgun system capacitated of shooting 4

ea gas cartridges with single shot

Positive Pressure System Cabin internal positive pressure system

Front Fire Port On right sub section of the cabin windscreen 1 Ea bolt

action fire port (Dimensions: 13 x 6,5 cm)

Side Fire Ports On the subsections of the right left, rear windows of the

Axles

Propulsion system

Pace Km/s cabin, 1 ea per sections, total: 3 ea bolt action fire port
(Dimensions: 18 x 13 cm)
Forward 6,0 1.10,6 / 2.186 / 3. 311
Locking Bolt The combat locks also same armored level protected
Reverse 6,5 1.11,3/72.199 / 3.33,0 against mine in the doors
Forward 6,6 1.11,5 /7 2.20,2 /3. 340 Air Conditioning Vents on the right and left side of the cabin that is
controlled by operator manually
Reverse 7,1 1.12,3 7/ 2.21,5/3.35,5

Four wheeled

Front

Fixed, semi road

Rear

Brake System

Service Brake

Central pim assisted, semi road 26 ° total
oscillation

Hydraulic dry, wet type disc brakes active
on four wheel

Park Brakes

Turning System

Wet type disc brakes

Hydraulic System
Hydraulic Cylinders

Type Articglated type, full hydraulic powerful
rotation

Turning Angle 35° (40° stop) both sides

Turning Radius 6320 mm

Wheelbase 3300 mm

Loader Command

Type

‘ Double motion, piston type

Nr. of Cylinders- Diameter x stroke

Boom Cylinder | 2-130 mmx 713 mm

Hydraulic Piston pump
Pump
Capacity 205,5 Lt. / min.

Loader Cylinder | 1 - 150 mm x 535 mm

Nr. Of Cylinders - Diameter x Stroke

Control Positions

Boom Cylinder | 2-130 mm x 713 mm

Loader Gylinder | 1-150 mm x 535 mm

Remote Control Kit

LCD: 21" Touchscreen panel

Proportional joystick control
-25 & +50 °C working temperature
operated remotely.

Certificate:
IP67 - MIL-STD-810G

10 hours continuously operation ability

All functions of unmanned vehicle can be

Boom Lifting, holding,
SloAlloEsh e Control Positions
Loader Bending, holding and o .
N f Boom Lifting, holding,
diEchzreing download, free
IrpElELlE @ylaelaiE Loader Bending, holding and
Type ‘ Double motion, piston type discharging

Fire Suppression System Intervention in 30 seconds, spread over the entire surface

in 90 seconds, extinguishing twice without needing to fill

Engine Compartment Fire
Suppression System

1,3 liters capacity

Tyres Fire Suppression System 1 ea sprayer per each tyre, 8 liters capacity tank

Hydraulic Hose Protection Hydraulic system fixed pipes, middle hydraulic hoses

BR7 level protected

Wipers Front and rear glasses
Side Glasses Under protective cages
AIC Heating - Cooling

Run-Flat System
When fully equipped/at least 15 km with 20 km/hour

Paint ‘ Anti-Flame

Cameras

(4 unit day & night vision cameras on top and cross side of cabin) 2 unit day & night vision cameras
(1 unit top and front side of cabin - 1 unit rear side of body)

Certificate: Ex d IC T6 Gb IP67 - CE - EMC / Sony /976 x 582 / 700TVL

2 unit thermal camera: 8 - 12um / Uncooled Microbolometer Focal Plane Array Detector
Certificate: Ex d IIC T6 Gb IP67 - CE - EMC

640 x 512 pixel / 4°X3.2° - 12°X8° Continuous Zoom lens

(1 unit top and front side of cabin - 1 unit rear side of body)

Camera Protection

TS EN 1522 standard and B6 protection level for camera
system on vehicle and IR projector

Mobile DVR Recording System
Video Input: 12 Channels (720P - 360fps) - Certificate: CE, MIL-STD-810G 514.7 Vibration

Monitor

3 unit 10” Monitor inside of cabin: 10” Ole Full Hd Panel & Touch screen All-In-One PC
Input Analog RGB/CVBS NTSC/PAL (AUTO), BNC - Certificate: IP66 - CE - EMC

Projectors

6 units 2000 lumen LED Projector on front and top side of cabin
4 units 2000 lumen LED Projector on rear and top side of cabin

IR Projector:

1 unit Long Range Infrared Projector on front & top side of cabin
1 unit Long Range Infrared Projector on rear & top side of body
Certificate: Ex d IIC T6 Gb IP67 - CE - EMC

25°-300m/90° - 70m / 850 - 940nm

I Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.



Katmerciler, 6nceden belirtmeden model, teknik 6zellikler, donanmim ve aksesuar degisikligi yapma hakkini sakl  tutar.
Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.




