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ARMOURED DOZER




UZAKTAN KUMANDALI ZIRHLI DOZER URUN TEKNIiK BiLGi FORMU

Motor

Sanziman

Torgflow Sanziman

Tip 4 Zamanli, Su Sogutmali, Direk Puskurtmeli

Aspirasyon Turbosarjli, Havadan Havaya Ara sogutmali, Sogutulmus EGR
Silindir Sayisi 6

Beygir Gucl 1SO 9249 / SAEJ1349* Net 264 Kw 354 HP

1 Adet Su Sogutmali, 3 Elemanli, 1 Kademeli, 1 Fazl

Sanziman Tipi

Otomatik, Hidrolik Calistirmal,
Basingl Yaglamali Cok Diskli Planet Disli

Yartyas Takimi

Suspansiyon

Yurdyus Hizi ileri Geri

Ta 3.8km/h 2.4 mph 4.6 km/h 2.9 mph
2 5.6 km/h 3.5 mph 6.8 km/h 4.2 mph
3. 7.5km/h 4.7 mph 9.2km/h 5.7 mph
3 11.6 km/h 7.2 mph 14.0 km/h 8.7 mph

Dengeleme cubugu ve 6ne monteli pivot saftlar ve salinimli tip

Yaruyus Makara Sasisi

Monokok, yliksek cekme dayanimli, gliclt celik konstriksiyon

K-Bogi Yuruyus Takimi

Yagli tip yurtyts makaralari, bogi stispansiyon sistemi

Zincir
Donus Sistemi

PCCS kolu

Yagl tip zincir

Tam istikamet hareketleri

HSS

Hidrostatik donus sistemi

Dénme Yaricapi
Hidrolik Sistem

CLSS

2.14m

Hassas ve duyarli kontrol icin tasarlanan;
Closed - Center Load Sensing System
Kapali Merkezli Yik Algilama Sistemi

Hidrolik Kontrol Unitesi

Tam masurali kontrol valferi hidrolik tankin
yanina distan monteli

Pistonlu Pompa

Nominal motor devrinde

Doéndsler igin; 325 It/dk 85.9 U.S. gal/dk.
Uygulama devresi icin; 180 It/ dk 47.6 U.S. gal/dk.
Debili degisken kapasiteli

Tahliye Valfi Ayari

Uygulama igin 27.5 MPa 280 kg/cm? 3,980 psi

Donusler icin 38.2 MPa 390 kg/cm?2 5,550 psi

Sogutma Suyu ve Yaglayicilar

Yakit tanki 625 It. Damper 1,51t

Sogutma suyu 821t Sanziman, Ayna Disli ve 90 It.
Dénds Sistemi

Motor Yagi 371t Cerler (Tek Taraf) 311t

Atasmanlar

Bicak Sag ve sol angil 6zellikli - SU Tip
Sag ve sol ug kisimlari ytkseklik ayari hidrolik sistem
One ve arkaya yatirilabilir hidrolik sistem

Riper 3'lu tip - Batma ve koparma harektleri hidrolik sistem

Kabin Tek kisilik
Balistik Koruma TS EN 1522 Standardi Koruma Seviyesi,
STANAG 4569 4B

Yakit deposu, akiimulatérlerin alt ve
yan ytizeyleri, motor bélmesi, radyator,
otomatik sanziman, yag sogutucu
haznesi alt ve yan ylzeyleri,

TS EN 1522 standardi koruma seviyesi

Gévde - Ozel Bélimler Koruma

Camlar TS EN 1063 Standardi Koruma Seviyesi

Pozitif Basing Sistemi Kabin igi Pozitif Basing Sistemi

Kilitleme Sistemi Arac kapi / kapilarinda yasam alani
icerisinden kilitlenebilen mayin kilidi
Kapi kilitlerinin bulundugu bolge kapi

ile ayni koruma seviyesinde zirh

Arag Disi
Yangin Séndirme Sistemi

30 sn'de midahale, 90 sn'de aracin
tlm ylzeyine yayllma, doluma ihtiyag
duymadan 2 defa séndirme islemi
uygulama

Motor BoImesi
Yangin Séndirme Sistemi

15 ms icerisinde midahale

10 ms igerisinde midahale, 250 ms'de
yangini séndirme
1 adet optik (UV-IR) tip alev ve Isi

Kabin igi
YanginSondirme Sistemi

algilayici
Silecek On ve arka camda
Klima Isitma - sogutma
Boya Yangin geciktirici alev yaymayan

(Anti-Flame) 6zellikli

Kamera

4 adet kabin Ust caprazlarda glindiiz / gece gorus kamerasi

1 adet kabin 6niinde giindiz / gece gérus kamerasi

Bicak hareketleri icin 2 adet glindiiz / gece gorus kamerasi

Riper hareketleri icin 1 adet glindiiz / gece gérus kamerasi

Sertifika: Ex d IIC T6 Gb IP67 - CE - EMC / Sony /976 x 582 / 700TVL

Kamera Koruma Arag Uzerinde bulunan kamera sistemi
ve IR projektorler TS EN 1522 Standardi

Koruma Seviyesi

Mobil DVR Kayit Cihazi

Video Input: 12 Channels (720P - 360fps) - Sertifika: CE, MIL-STD-810G 514.7
Vibration

Monitor

10" Ekran 3 Adet kabin i¢i monitér: 10” Ole Full HD panel ve Touch screen
All-In-One PC
Input Analog RGB/CVBS NTSC/PAL (AUTO), BNC - Sertifika: IP66 - CE - EMC

Aydinlatma Projektérleri

Kabin 6n tarafinda 4 adet 2000 Iimen ledli projektér
Kabin arka tarafinda 4 adet 2000 limen ledli projektor
Dozer tzerinde 1 adet 220 volt 50-60 hz ve 2000 w inverter

Uzaktan Kumanda Kiti

Lcd: 21" dokunmatik panel

10 Saat kesintisiz calisma

Oransal joystick kumanda,

-25 & +50 °c sicaklik araliginda cahisabilirlik
Aracin tim fonksiyonlari insansiz olarak uzaktan
kumanda ile kullanilabilmektedir.

Sertifika:
IP67 - MIL-STD-810G

I Katmerciler, 6nceden belirtmeden model, teknik 6zellikler, donanim ve aksesuar degisikligi yapma hakkini sakli

tutar.




REMOTE CONTROLLED ARMOURED DOZER TECHNICAL DATA SHEET

Type 4 stroke, water cooled, direct Injection Ballistic Protection TS EN 1522 Standard Armoring level,
STANAG 4569 4B
Cooling Turbocharger, air to air intercooled, cooled EGR
i Body - Speical Parts Protection Fuel tank,battery bottom and side
Number of Cylinders 6 surfacesi, engine compartment, ,

radiator, automatic transmission
, lateral and subsurfaces of heat

Transmission exchange body
TS EN 1522 Standart level protected

Engine Power ISO 9249 / SAEJ1349* Net 264 Kw 354 HP

Torgflow Gearbox 1 unit water cooled, single stage, single phase converter with
3 elements
Glass TS EN 1063 Standart level protected
Transmission Type Automatic, hydraulic powered, . T .
pressurized lubricated multi-disc planetary gear Positive Pressure System Cab interior positive pressure system
Locking Mechanism Vehicle door/ lockable mine locks in
Speed Forward Backward the living space on the doors Armored
in the same level of protection as the
1. 3.8km/h 2.4 mph 4.6 km/h 2.9 mph door where the door locks are located
2. 5.6 km/h 3.5 mph 6.8 km/h 4.2 mph Extra Vehicular Fire Extinguishing Response within 30 seconds,Spreading
System all vehicules surface within 90 seconds,
3. 7.5km/h 4.7 mph 9.2km/h 5.7 mph Ability to extinguish 2 times without
3. 11.6 km/h 7.2 mph 14.0 km/h 8.7 mph g (R VRt
A Engine Compartment Response within 15 ms
UEEHITE S Fire Extinguish System
EUspen=iol Balgnqng iodlandifowardmotntedipivetshaii=lad Cab Fire Extinguish System Response within 10 ms and completely
oscillating type C—"- e
extinguishing within 250 ms
Tracking Roller Plate Monokok, high tensile strength, strong steel construction 1 unit optic a (UV-IR) typefire and heat
K-Bogi Tracking Set Oil type tracking rollers, bogi suspension system Wiper At front and rear glasses
Chain Oil type chain A/C Heat & cool
Rotating System Paint Fire retardant flame retardant
(Anti-Flamable type)
PCCS Arm All directional movements
HSS Hydrostatic rorating system X X . . . -
4 units day&night vision cameras on cab top corners 1 unit day & night vision
Turning radius 2.14m cameraon front cab
y For blade movements 2 units day&night vision cameras
Hydraulic System For riper movements 1 unit day&night vision cameras

cLss Designed for precise and responsive control Sertificate: Ex d IIC T6 Gb IP67 - CE - EMC / Sony / 976 x 582/ 700TVL

Closed - center load sensing system

Camera Protection Camera protection system & IR
projectors on vehicle are TS EN 1522
Standard Protection Level

Hydraulic Control Unit All roller control valves are externally mounted near the
hydraulic tank

Mobile DVR Recording System

Piston Pump Nominal engine speed
For rotation; 325 It/min 85.9 U.S. gal/min ) Video Input; 12 Channels (720P - 360fps) - Sertificate CE,
For application circuit;180 It/ min 47.6 U.S. gal/min MIL-STD-810G 514.7 Vibration

Variable capacity with flow

Drainage Valve Adjustment For application 27.5 MPa 280 kg/cm? 3,980 psi Monitor

10" Screen 3 Units interior monitor: 10” Ole Full HD panel & Touch screen
All-In-One PC
Input Analog RGB/CVBS NTSC/PAL (AUTO), BNC - Sertificate IP66 - CE - EMC

For rotation 38.2 MPa 390 kg/cm? 5,550 psi

Oil Tank 625 It. Tipper 1,51t 4 unit 2000 liimen led projectér on front cab
o o 4 unit 2000 limen led projectér onrea cab
Cooler Liquid 821It. Transmission, gear and 0 It. On dozer 1 unit 220 volt 50-60 hz & 2000 w inverter

roatory system

Engine Oil 371t Traction gears (one side) 31 It

Remote Control Kit

Lcd: 21" Touchscreen panel 10 Hours

Continous operation sty ropions
Blade Right and left angle property - SU Type joystick control
-25 & +50 °c working temperature
Right and left end parts height adjustment hydraulic system All functions of unmanned vehicule can be
Front and rear tilting hydraulic system operated remotely
Riper Triple type - Submerging and breakout operations hydraulic Sertificate
b Sysriemyp i B Y P67 - MIL-STD-810G

I Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.
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