KUKA TYPE COMBINED
JETTING WEHICLE

TANK HACMI ) 1.000 [t.- 30.000 It.
TANK MALZEMESI St-37, 304 & 316 Cr-Ni
SU POMPASI 100 bar- 250 bar
POMPA DEBISI

100 It/dk.- 425 It/dk.
Pneumatic / Mechanical
Hydraulic- 80 mt 120 mt

) (hose length)
JETTING MAKARASI

L 20 mt.- 60 mt.
LOGAR KAPAK KALDIRMA VINCI 250 & 400 kg. capacity

BASINC REGULATORU
HORTUM MAKARASI
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Katmerciler reserves the right to make changes model, technical features, equipment and accessories without prior notice.
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COMBINED
JETTING VEHICLE

= Biiyiik Tip Kombine Kanal Acma Araclari
Major Type Combined Jetting Vehicle

& Orta Tip Kombine Kanal Agcma Araclar
Medium Type Combined Jetting Vehicle

= KUKA Tip Kombine Kanal Acma Araglari
KUKA Type Combined Jetting Vehicle



TANK HACMI _
PiS SU TANK MALZEMES]
TEMIZ SU TANK MALZEMESi
PiS SU EMIS VANASI

P<S SU DESAR] VANASI

BOM (UST EMIS SiSTEM)
HORTUM SISTEMI

ARKA KAPAK o
VAKUM POMPA KAPASITESI
VAKUM POMPA TAHRIGI

SU POMPAS|
POMPA DEBISi . _
BASINC REGULATORU
HORTUM MAKARASI

JETTING MAKARASI o
LOGAR KAPAK KALDIRMA ViNCi

MAJOR TYPE COMBINED
JETTING WEHICLE

10.000 It. - 20.000 It.
St-37, 304 & 316 Cr-Ni
304 & 316 Cr-Ni

4II _ 6II

4" "

4” - 6" (optional)

Full hydraulic

1.500 m¥h - 9.000 m3h
PTO/ Middle transmission
box / auxiliary engine
100 bar - 250 bar

150 It/min. - 425 It/min.
Pneumatic

Hydraulic - 80 mt.

120 mt. (hose length)
20 mt. - 60 mt.

250 & 400 kg. capacity

TANK HACMI )
PiS SU TANK MALZEMESI
TEMIZ SU TANK MALZEMESi
PiS SU EMiS VANASI

PiS SU DEJAR] VANASI

BOM (UST EMIS SISTEM)
HORTUM SISTEMI

ARKA KAPAK o
VAKUM POMPA KAPASITESI
VAKUM POMPA TAHRIGI

SU POMPASI

POMPA DEBISI
BASINC REGULATORU
HORTUM MAKARASI

JETTING MAKARASI o
LOGAR KAPAK KALDIRMA ViNCi

MEDIUM TYPE COMBINED
JETTING WEHICLE

3.000 It. - 10.000 It.
St-37, 304 & 316 Cr - Ni
304 & 316 Cr-Ni

4II _ 6"

4" - 6"

4" (optional)

Full Hydraulic

500 m%h - 3.000 m3/h
PTO/ Middle transmission box
auxiliary engine

100 bar- 250 bar

150 It/min.- 425 It/min.
Pneumatic

Hydraulic- 80 mt -120 mt
(hose length)

20 mt.- 60 mt.

250 & 400 kg capacity






