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YANGIN SONRURUCU

REMOTE CONTROLLED
FIRE FIGHTER




UKYS - Uzaktan Kumandali Yangin Sonduricu
Remote Controlled Fire Fighter

Platform Olgtileri / Platform Dimensions Motor / Engine
Uzunluk / Length 1400 Tip / Type Elektrik / Hidrolik
Yikseklik / Height 650 Electric / Hydraulic

Genislik / Width 1100

Enerji Kaynag / Energy Source Batarya / Battery
Jeneratdr / Generator

Operasyon Suresi / Operation Time

Batarya / Battery Min. 2 saat / hour

Performans / Performance

Maksimum Hiz / Maximum Speed 5 km/s (km/h)

Agirliklar / Weight

Bos Agirlik / Kerb Weight 700 kg.

Palet Ozellikleri / Track Specification

Adet / Quantity 2

Materyal / Material Celik Alasimli
Kauguk Kaplama
Rubber Coated
Alloy Steel

Uzaktan Kumanda Kiti / Remote Control Kit
Su Monitéri Ozellikleri

¢ LCD: 10" dokunmatik panel Water Monitor Specifications
* 5 Saat kesintisiz calisma

* Oransal joystick kumanda

*-25 +50 °c sicaklik araliginda calisabilirlik

1110 It/dk ile 2000 It/dk arasinda 7 bar basing
« UKYS'nin tiim Yatay donus agisi: 0° ~ 340°

fonksiyonlari kablosuz Dikey dénus agisi: -20° ~ 60°
uzaktan kumanda ile

kullanilabilmektedir. Between 1110 I/min and 2000 I/min, 7 bar pressure

Horizontal angle range: 0° ~ 340°

¢ LCD: 10" Touchscreen .
Vertical angle range: -20° ~ 60°

panel

* 5 hours continuously
operation ability

* Proportional joystick
control

¢ -25 +50 °C working temperature

* All functions of UKAP can be operated remotely.
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Uretici firma énceden belirtmeden model, teknik &zellikler, donanim ve aksesuar degisikligi yapma hakkini sakli tutar.
Vehicle manufacturer reserves the right to make changes model, technical features, equipment and accessories without prior notice.
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